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KABU BOND+ is supplied as a colorless, ready to use, acrylic resin solution which can be sprayed or brush applied onto 

the surface. It is used to provide water repellent surface with improved self-cleaning properties on exterior building - 

brick work, concrete, cement rendering, natural or cast stone. Helps in reducing efflorescence due to soluble salts in 

brickwork. 

 

 

APPLICATIONS:  
 
• Waterproofing Membrane:   Roofs / terraces, sunken portion of toilets & bathrooms, chhajas, balcony,  

exterior walls, any other concrete surfaces etc.  
• Concrete Repairs:    Spalled concrete of slabs, chhajas, beams, columns, parapet, floor, etc.  
• Waterproofing &/or Bonding Primer:  Walls & slabs. 

 
METHOD OF APPLICATION 
 
Clean the surface with wire brush, scrubber or air blower to remove hidden dirt, loose particles, laitance & dust. De-
grease the surface by using suitable solvents, if needed.  
 

• Bonding Primer - To be used as a clear bonding primer by diluting 1: 2 with water. Apply on the walls 
before painting or during putty rendering.  

• Waterproofing Primer - For priming of concrete substrate, the surface should be thoroughly saturated 
with KABU BOND+ (Dilution Ratio as follows – KABU BOND+ 1: Water 1: Cement 0.5) for exterior walls.  

• Waterproofing Membrane –  
• For a waterproofing coating mix 1-part KABU BOND+ with 1 part of water and 1 part of cement & 

0.5 part of 100 mesh sand (if mesh sand is available) as primer coat. 
• Repeat the above for 2nd and 3rd coat as required with the ratio 1-part KABU BOND+ with 1 part 

of water and 2 parts of cement or tile adhesive powder for better results.  
• Brush applies the mix in span of 4-6 hours on the prepared concrete substrate. It is 

recommended to saturate the surface with KABU LOCKSIL solution prior to this 
application.  

• Overlay the coating with a protective screed to the desired slope and thickness.  
• Recommended minimum of 3 coats or as required for a complete waterproofing. 

• Repair Mortar & Renders, Floor Screed & PCC  
• Prepare the Mortar in the following proportion: Cement 50 kg + Washed Sand 75 kg + 6 

mm Down size aggregates 75 kg + KABU BOND+ 6-7.5 litres + Water 10 litres  
• For PCC & Plaster work: KABU BOND+ 100 ml per bag cement. 
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FEATURES & BENEFITS 
 
• Ready to use: Brush or spray applied direct from 

container. 
• Versatile: Equally effective on old or new surfaces. 
• Self-cleaning: Unaffected by salt-laden atmosphere, 

reduces unsightly staining. 
• Protects brickwork: Risk of efflorescence is reduced. 
• Protects concrete: Reduces causes of cracking and 

crazing in in-situ or precast concrete 
• Colorless: Preserves natural color and texture of created 

material. Allows surface to breathe. 
•  

 
 

TECHNICAL PROPERTIES 
 

PROPERTIES SPECIFICATION RESULTS 

Physical form Milky white Free flow liquid  Dries Clear 

Odor   low characteristic 

Specific Gravity   1.07 +/- 0.02 at 25oC 

Solids   60% w/w +/- 2% 

Penetrates into concrete for a minimum depth of 2mm 

Allows building surfaces to breathe naturally, Permeability is low to water, salt solution, dust and soot 
particles. 

Viscosity 
 

p4 cup 25sec 

Dilutant Clean Potable Water < 1000 ppm 

Flash Point   Non Flammable 
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COVERAGE:    
Coverage depends on the application surface and mixing ratio. Average coverage would be of upto 90 +/-2 sqft per liter 
per coat on smooth surface if applied directly without any mixing of cement / tile adhesive powder. 
 
When mixed in the ratio given above for using as waterproofing membrane, then the average coverage would be 
around 50 +/- 2 sqft per liter per coat after mixing as suggested above in 1st and 2nd coat. 
 
STORAGE & SHELF LIFE 
Shelf life is 12 months in unopened container. Store away from sunlight and preferably below 30oC. Storage should be 
frost protected. 
 
CLEANING 
Tools: Clean all the tools immediately with water. Use of thinner may be necessary for dried up material.  
Hands: Use a hand cleaner or water followed by soap. 
 
HEALTH & SAFETY 
As with all chemicals, caution should always be exercised. Protective clothing such as gloves and goggles should be 
worn. 
 
AVAILABLE PACKING 
5 LTR, 10LTR, 20 LTR, 50 LTR, 200 LTR 
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